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SCOPE OF WORK:

1.  THE SCOPE OF WORK OF THIS PROJECT IS LIMITED TO IMPROVING THE
EXISTING COURTYARDS OF THE EXISTING BUILDING MARKED AS
COURTYARD #1 AND COURTYARD #2.

2. EXISTING BUILDING IS UNTOUCHED IN COURTYARD IMPROVEMENTS.

3. THE SCOPE OF WORK IN THE CORTYARD INCLUDES CREATING A 10'-0” WIDE
AND 10'-0" HIGH OPENING IN AN EXISTING 25'-9” LONG AND 28'-0” HIGH NON
LOAD BEARING MASONRY DIVIDING WALL BETWEEN COURTYARD #1 AND
COURTYARD #2. TEMPORARY SUPPORTS FOR NEW LINTELS WILL BE
INSTALLED AND INDICATED ON THE STRUCTURAL DRAWINGS. A ROLL UP
GRILLE IS PROVIDED AT THE OPENING TO ENABLE SECURING COURTYARD
#1 IN CASE IT IS REQUIRED.

4. AT THE END OF THE COURTYARD #2 EXISTING FENCE WALL AND DOOR ARE
REPLACED BY A 25'-9” LONG AND 15-0" HIGH MASONRY WALL WITH AN
ALARMED EXIT DOOR AND SECURITY GRILLE.

5. ARCHITECTURAL, STRUCTURAL, CIVIL, LANDSCAPING AND ELECTRICAL
IMPROVEMENTS ARE INDICATED ON EACH DISCIPLINE DRAWINGS.

CODE ANALYSIS:

BUILDING DATA:
THE SCOPE OF WORK IS LIMITED TO COURTYARDS ONLY AND NO WORK IS
CARRIED INSIDE THE BUILDING.

THE FOLLOWING CURRENT CODES GOVERN THE DESIGN CRITERIA:

2012 INTERNATIONAL BUILDING CODE.
2012 INTERNATIONAL PLUMBING CODE
2012 INTERNATIONAL ENERGY CODE
2012 INTERNATIONAL FIRE CODE

2011 NATIONAL ELECTRIC CODE

2011 NFPA 101 LIFE SAFETY CODE

JURISDICTION: DISTRICT OF COLUMBIA

BUILDING LOCATION: 1000 MOUNT OLIVET ROAD, NE
WASHINGTON DC 20002

BUILDING DESCRIPTION: THE EXISTING BUILDING IS A THREE STORIES
MASONRY BUILDING AROUND THE OURTYARDS
AND IS USED AS YOUTH REHABILITATION
SERVICES (DYRS). NO WORK IS BEING DONE
INSIDE THE BUILDING.
THE USE OF THE COURTYARDS IS FOR FULLY
SUPERVISED AND CONTROLLED EXTERIOR
ACTIVITIES FOR RELAXATION, SMALL
GROUP MEETINGS, DISCUSSIONS AND PLAY

ACTIVITIES.
USE GROUP: GROUP B (ACCESSARY TO THE MAIN BUILDING)
COURTYARD AREA: 10,937 SQ. FT.
BUILDING AREA: NOT APPLICABLE
TYPE OF CONSTRUCTION: NOT APPLICABLE
TYPE OF SPRINKLER: NOT APPLICABLE

ALLOWABLE STORIES AND HEIGH: NOT APPLICABLE

OCCUPANT LOADING: LESS THAN 50 (SIGNAGE LIMITING THE
OCCUPANT LOAD TO 49 IS INS
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ASSISTANT ASSIST. EQUAL EQ. LAVATORY LAV. MG‘/
ASSOCIATE ASSOC. EQUIPMENT EQUIP. LENGTH, LOUVER L. QUARRY TILE Q.T.
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GENERAL NOTES

THE FOLLOWING NOTES ARE APPLICABLE FOR THIS PROJECT. PROJECT COMPRISES OF IMPROVEMENTS AT THE
INTERIOR COURTYARD #1. PROJECT CONSISTS OF CIVIL, LANDSCAPING, STRUCTURAL, ARCHITECTURAL, MECHANICAL,
ELECTRICAL, AND PLUMBING WORK ONLY.

1.  SITE VERIFY ALL EXISTING DIMENSIONS AND CONDITIONS INDICATED ON EXISTING CONDITIONS DRAWINGS, PRIOR TO
FABRICATION AND/OR INSTALLATION OF THE NEW WORK UNDER THIS CONTRACT.

2. ABBREVIATIONS THROUGHOUT THE CONTRACT DOCUMENTS ARE TO BE READ SIMILARLY WITH OR WITHOUT PERIODS
OR APOSTROPHES WITHIN THE ABBREVIATION.

3. ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH LOCAL AND NATIONAL CODES AND STANDARDS. ANY
ITEMS REVISED IN THE CONTRACT DUCUMENTS THAT CONFLICT WITH CODES ARE TO BE NOTED PRIOR TO BIDS.

4. ITEMS AND CONDITIONS NOTED OR DETAILED ARE APPLICABLE AND BINDING TO SIMILAR CONDITIONS ON ALL
DRAWINGS. FOR CONDITIONS NOT NOTED OR DETAILED, CONTRACTOR SHALL PROVIDE MATERIAL AND LABOR OF
EQUAL QUALITY AND PERFORMANCE TO OTHER SIMILAR CONDITIONS ON THE JOB.

5. REFERTO CIVIL, PLUMBING AND ELECTRICAL DRAWINGS FOR ADDITIONAL NOTES PERTAINING TO THEIR
PARTICULAR TRADES AND FIELD CHECK AGAINST ANY CONFLICTS BETWEEN DRAWINGS. GENERAL CONTRACTOR
SHALL COORDINATE, WORK OF ALL TRADES & REPORT TO THE ARCHITECT ANY CONFLICTS BETWEEN EXISTING
CONDITIONS AND NEW WORK, PRIOR TO THE FABRICATION AND INSTALLATION OF NEW WORK.

6. ANY AREAS OR SPACES NOT CLEARLY DEFINED OR INDICATED BY NOTES SHALL BE REVIEWED WITH THE ARCHITECT
PRIOR TO PROCEEDING WITH ASSUMPTIONS. BIDS ARE TO ACCOMMODATE MOST STRINGENT
SCENARIO/OPTION/ASSUMPTION.

7. ELECTRICAL SWITCHES, OUTLETS OR OTHER WALL MOUNTED ACCESSORIES SHALL BE INSTALLED IN LOCATIONS
WHICH ARE SHOWN ON DRAWINGS. CONTRACTOR TO COORDINATE LOCATIONS PRIOR TO FABRICATION AND
INSTALLATION OF ANY RELATED ITEMS IN CASE OFAMBIGUITY CONSULT WITH THE ARCHITECT.

8. ELECTRICAL SWITCHES, EXPOSED ELECT. ITEMS OR OTHER ELECTRONIC CONTROLS IN THE NEW WORK SHALL BE
MOUNTED AT THE SAME HEIGHT FROM FLOOR AS EXISTING IN A UNIFORM ORDERLY FASHION. ALL SUCH ITEMS ARE
SHOWN ON DWGS. EXISTING LOCATION OF ALL ITEMS ARE TO BE CONFIRMED WITH ARCHITECT ON SITE PRIOR TO
INSTALLATION.

9. ALL COLORS AND FINISH MATERIALS TO BE APPROVED BY THE OWNER AND THE ARCHITECT. BIDS ARE TO
ACCOMMODATE SELECTION FROM MFG'RS FULL RANGE OF COLORS, FINISHES AND FABRICATION.

10. DIMENSIONS FOR ALL WALLS SHOWN ON PLANS ARE NOMINAL. THE CONTRACTOR SHALL USE ACTUAL
DIMENSIONS SHOWN ON WALL TYPES SHEET FOR CONSTRUCTION. DO NOT SCALE DRAWINGS.

11. DIMENSIONS AT MASONRY WALLS ARE TO FACE OF WALL, U.O.N.

12. CONTRACTOR SHALL APPLY FOR, PAY FOR, AND OBTAIN ALL NECESSARY PERMITS OTHER THAN THE BUILDING
PERMIT.

13. CONTRACTOR SHALL DISCONNECT AND CAP ALL UTILITIES THAT WILL BE AFFECTED BY WORK UNDER THIS CONTRACT
PRIOR TO BEGINNING ANY WORK ON THIS PROJECT. RECONNECT AS REQUIRED FOR FULLY FUNCTIONING SYSTEMS.

14. CONTRACTOR SHALL PROTECT EXISTING BUILDING AND ELEMENTS FROM DAMAGE DURING DEMOLITION AND
CONSTRUCTION UNDER THIS CONTRACT. IN CASE OF ANY DAMAGE, CONTRACTOR SHALL CORRECT THE DAMAGE TO
THE SATISFACTION OF THE ARCHITECT AND THE OWNER AT NO COST TO THE OWNER.

15. UNLESS NOTED AS EXISTING OR RELOCATED, ALL CONSTRUCTION IS TO BE ASSUMED NEW AND FURNISHED AND
INSTALLED BY THE CONTRACTOR.

16. ALL WORK SHALL BE IN COMPLIANCE WITH ALL APPLICABLE CODES AND GOVERNMENT REGULATIONS INCLUDING
BUT NOT LIMITED TO: IBC 2012. WHERE SPECIFIED OR INDICATED REQUIREMENTS OF MORE CURRENT VERSIONS OF
CODES, REGULATIONS, ETC. CONFLICT WITH THAT OF THE DC GOVERNMENT, THE MOST STRINGENT OF THE TWO
SHALL GOVERN.

17. CONTRACTOR TO BECOME FULLY FAMILIAR WITH CONTRACT DOCUMENTS PRIOR TO BIDDING. ANY ABBREVIATIONS,
TYPO'S, LANGUAGE MIS-USES, UNFAMILIAR TEXT, NOTES, WORDINESS, DETAILS, ETC NOT UNDERSTOOD SHOULD BE
BROUGHT TO THE CONTRACTING OFFICER'S ATTENTION PRIOR TO BIDDING.

18. DRAWINGS ARE TO PROVIDED FOR DESIGN INTENT. CONTRACTORS BID SHALL INCLUDE VERIFYING
EXISTINGCONDITIONS AND MAKING NECESSARY ADJUSTMENTS TO THE SATISFACTION OF THE OWNER/ARCHITECT.

19. COORDINATE SITE ACCESS, STAGING, STORING, MATERIALS, WORK HOURS, WITH THE DGS PROJECT MANAGER
PRIOR TO BIDDING.

DGS

THE DEPARTMENT OF
GENERAL SERVICES

DGS (DEPARTMENT OF GENERAL SERVICES)

1250 U STREET, NW,
WASHINGTON, DC 20009

ARCHITECT

LANCE BAILEY & ASSOCIATES
7600 GEORGIA AVENUE, NW

WASHINGTON, DC 20012

T: (301)565-2283 F: (301)565-2287

STRUCTURAL ENGINEER

MGV

CONSULTING STRUCTURAL ENGINEER
6239 EXECUTIVE BULEVARD

NORTH BETHESDA, MD 20852-3906

T: 301-816-0648 F: 301-816-0649

www.mgvengineers.com

ELECTRICAL ENGINEER

GLOBAL ENGINEERING SOLUTION

5225 WISCONSIN AVENUE, NW, SUITE 300
WASHINGTON, DC 20015
T: (202) 495-7746 F: (202) 495-7747

CIVIL ENGINEER

AT

10 G STREET, NE, SUITE # 430
WASHINGTON, DC 20002
T: (202) 289-4545 F: (202) 289-5051

SUBMISSION SCHEDULE DATE
NO DESCRIPTION

REVISION SCHEDULE DATE
NO DESCRIPTION

PROJECT:

YOUTH SERVICES CENTER
COURTYARD
RENOVATION

1000 MOUNT OLIVET ROAD, NE
WASHINGTON, DC 20002

SHEET TITLE:

GENERAL NOTES

PROJECT NO: 1310
OCTOBER 12, 2015

SCALE: AS NOTED
SHEET NO:

G-02




EXISTING
FIRST FLOOR PLAN

1

SCALE: 1/16"=1"-0"

T
AE-01

AE-01

_LEGEND GENERAL SCOPE OF WORK

COURTYARD 1 & 2 (AREA OF WORK)

1. WALLS:

2. OUTDOOR TV:

3. SITE FURNISHINGS:

STRUCTURAL ELEMENTS

EXISTING WALL BETWEEN TWO COURT YARDS WILL
REMAIN AND BE STRUCTURALLY MODIFIED AND
ARCHITECTURALLY REPAIRED MOTORIZED METAL
ROLL UP GRILL WILL BE PROVIDED IN THE
OPENING.

LARGE OUTDOOR TV WILL BE INSTALLED ON COURT
YARD 2 SIDE OF THE WALL BETWEEN COURTYARD 1
AND COURTYARD 2. SEE SHEET 2/A01-02

PROVIDE NEW SITE FURNISHINGS INCLUDING
SEATING, TABLES, PILLARS, ETC.

EXISTING ELEMENT IN CONFLICT WITH THE NEW
DESIGN IS TO BE REMOVED.

COURTYARD 1 IS TO BE UPGRADED WITH NEW
LIGHTING AND PAVEMENT.

1. WALLS:

NOTE

NEW OPENING TO BE CREATED IN THE
EXISTING WALL BETWEEN THE COURTYARD 1 &
COURTYARD 2 AND A NEW WALL TO BE
CONSTRUCTED AT THE END OF COURTYARD 2

SEE DETAILED SCOPE OF WORK ON THE DRAWINGS.
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THE DEPARTMENT OF
GENERAL SERVICES

DGS (DEPARTMENT OF GENERAL SERVICES)

DEMOLITION KEY NOTES: WASHINGTON, DG 20008

iiiiiiiii ITEMS TO BE DEMOLISHED ARCHITECT
WALLS NEW OPENING TO BE CREATED IN THE
EXISTING WALL IN THE COURTYARD #1
SALVAGE BRICK FOR RE-USE. SEE STRUCTURAL T I
DRAWINGS FOR TEMP SUPPORTS. \,,,,,,,,/‘% LANCE BAILEY & ASSOCIATES
WASHINGTON, DC 20012
(02) CONCRETE CONCRETE WALKWAY TO BE DEMOLISHED T. (301)565-2283 F: (301)565-2287
WALKWAY
STRUCTURAL ENGINEER
METAL FENCE METAL FENCE & DOOR TO BE DEMOLISHED
& DOOR MEY
CONSULTING STRUCTURAL ENGINEER
6239 EXECUTIVE BULEVARD
G NORTH BETHESDA, MD 20852-3906
I T:301-816-0648 F: 301-816-0649
GENERAL DEMOLITION NOTES: L mavenginests.com
GENERAL ELECTRICAL ENGINEER
1. BEFORE STARTING DEMOLITION, WALK THE SPACE WITH THE ARCHITECT TO EXPLAIN @
THE PROCESS AND PROCEDURE OF DEMOLISHING THE ITEMS DESIGNATED TO BE
GLOBAL ENGINEERING SOLUTION
DEMOLISHED AND REMOVED. s 5225 WISCONSIN AVENUE, NW, SUITE 300
WASHINGTON, DC 20015
2. PROTECT WALLS AROUND THE DEMOLITION AREAS WITH SUITABLE H T: (202) 495-7746 F: (202) 495-7747
MATERIALS TO PREVENT FROM DAMAGE DURING DEMOLITION.
li CIVIL ENGINEER
3. IN CASE OF DAMAGE TO FINISHES AND SURFACES OF THE ITEMS TO REMAIN, CONTRACTOR I
SHALL REPAIR AND FIX DAMAGED ITEMS WITH NEW TO MATCH THE EXISTING AT NO I AWT
ADDITIONAL COST TO THE OWNER AND ACCEPTABLE TO THE ARCHITECT. COURTYARD # 1
4. SEAL PROJECT WORK AREA FROM OTHER AREAS OF THE BUILDING TO PREVENT DUST itk hdicht
TRAVELLING OUTSIDE OF THE WORK AREA. [ T: (202) 2604545 F: (202) 280-5051
NOTES: 7
1. SEE CIVIL ENGINEERING DRAWINGS FOR CIVIL WORKS DEMOLITION.
2. SEE ELECTRICAL DRAWINGS FOR ELECTRICAL DEMOLITION.
3.  COORDINATE WITH DGS PROJECT MANAGER FOR TIMING OF WORK
AND ENTRY /EXIT REQUIREMENTS TO THE WORK AREA.
‘:g
SUBMISSION SCHEDULE DATE
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FIRST FLOOR OCTOBER 12, 2015
DEMOLITION PLAN 1 SCALE: AS NOTED
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MANUFACTURERS' SPECIFICATIONS:

THE FOLLOWING MANUFACTURERS, MODEL NUMBERS AND SPECIFICATIONS ARE PROVIDED FOR QUALITY CONTROL AND OWNER
WORKMANSHIP ON THE PROJECT. MATERIALS MEETING THE SAME OR BETTER IN QUALTY MAY BE USED ON THE PROJECT * & &
IF APPROVED BY THE ARCHITECT. ALL SUBSTITUTIONS MUST RECEIVE ARCHITET'S WRITTEN APPROVAL PRIOR TO LEGEND
PROCUREMENT OF THE MATERIALS. DGS
COURTYARD ROLL-UP GRILLE (C01): COURTYARD-2 BLAST RESISTANT STEEL DOOR & FRAME IN EXTERIOR WALL: THE DEPARTUENT OF
I VERTICAL LIGHTING ENCLOSURE (C02) DGS (DEPARTMENT OF GENERAL SERVICES)
1. MOTORIZED ROLL UP GRILLE SHALL BE MODEL 670 MANUFACTURED BY “OVERHEAD DOOR INDUSTRY” OR, EQUAL 16. FRAME SHALL BE 3 PSI BLAST RESISTANT (TESTED TO ASTM E330) PRESSED 1250 U STREET, NW,
ON APPROVAL BY THE ARCHITECT. GALVANISED STEEL FRAME FOR EXTERIOR USE AND SIZES INDICATED ON THE WASHINGTON, DC 20009
DRAWINGS OR, TO MATCH THE EXISTING DOOR FRAME (D-0). FRAME SHALL BE @ FLOOR MOUNTED LED LIGHTING
2. FINISH ON ALL MATERIALS SHALL BE ALUMINUM MILL FINISH POWDER COATED TO MATCH EXISTING WALL COLOR. FACTORY PAINTED WITH RUST RESISTING COATINGS. ARCHITECT
3. PATTERN SHALL BE STRAIGHT LATTICE. 17. FRAMES SHALL BE ANCHORD INTO MASONRY BY FOUR GALVANISED STEEL VERTICAL LIGHTING WITH E
MASONRY ANCHORS ON EITHERSIDE. DOWNSPOUT ENCLOSURE
4. BOTTAM BAR, GUIDE HOOD AND FACIA SHALL BE EXTRUDED ALUMINUM.
18. DOOR SHALL BE 3 PSI BLAST RESISTANT (TESTED TO ASTM E330) ';QQ\IGQEREQLLVE%S‘@VSSOC'ATES
5. MOUNTING SHALL BE ON THE COURTYARD-2 FACE OF THE WALL. GALVANIZED STEEL CORE FOR EXTERIOR USE REINFORCED WASHINGTON, DC 20012
FOR BLAST RESISTANT AND DOOR HARDWARE. DOOR SHALL BE T: (301)565-2283 F: (301)565-2287
6. OPERATION SHALL BE ELECTRIC BY WALL MOUNTED RMX OPERATOR. FACTORY PAINTED WITH RUST RESISTANT COATINGS.
STRUCTURAL ENGINEER
7.  SUBMIT MANUFACTURER'S PRODUCT DATA SHEETS, SHOP DRAWINGS AND RECOMMENDED INSTALLATION 19. DOOR LOCKING DEVICE SHALL MATCH THE EXISTING (D-0) DOOR Me‘/
INSTRUCTIONS FOR ARCHITECT'S REVIEW AND APPROVAL PRIOR TO PROCURING MATERIALS. LOCKING DEVICE AND HOOKED UP TO THE EXISTING SECURITY VERTICAL LIGHTING
SYSTEM OF THE DETENTION CENTER. ENCLOSURE (TYPICAL)

8. ON COMPLETION, CLEAN UP ALL AREAS AND SURFACES OF DUST, DIRT AND RUBBISH. SEE DWG SHEET A01-A03

CONSULTING STRUCTURAL ENGINEER

20. HINGES SHALL BE 4 1/2" x 4 1/2" GALVANIZED STEEL EXTERIOR 6239 EXECUTIVE BULEVARD

CURTYARD VERTICAL LED LIGHT ENCLOSURE (C02): USE QUALITY SUPER HEAVY WEIGHT HINGES. NORTH BETHESDA, MD 20852-3906
T: 301-816-0648 F: 301-816-0649
9. ENCLOSURE FRAMING TUBES SHALL BE HOT ROLLED GALVANIZED MILD STEEL SQUARE TUBES A500 IN SIZE 21. PROVIDE FLOOR PLATE AS NECESSARY BY THE DOOR www.mgvengineers.com
2"X2”X1/4”. LOCKING SYSTEM.
ELECTRICAL ENGINEER
10. LIGHT ENCLOSURE SHALL BE PERFORATED STAINLESS STEEL SHEET 1/8” THICK WITH 1/2” ROUND ON 11/16” 22. CAULK ALL JOINTS BETWEEN MASONRY AND THE FRAME WITH CAULKING GES
STAGGERED HOLES SHAPED AS INDICATED ON THE DRAWINGS. ALL ENCLOSURE EDGES SHALL BE CAPPED BY A COMPOUND MATCHING TO THE FRAME COLOR. S
2" WIDE “U” SHAPED 1/16” THICK STAINLESS STEEL TRIM WELEDED ON EITHER SIDE OF THE ENCLOSURE. < -

——

GLOBAL ENGINEERING SOLUTION
5225 WISCONSIN AVENUE, NW, SUITE 300
WASHINGTON, DC 20015

T: (202) 495-7746 F: (202) 495-7747

23. FIELD PAINT DOOR AND FRAME TO MATCH SECURITY GRILLE COLOR

11.  ENCLOSURE CAP SHALL BE MADE OF STAINLESS STEEL 1/8” THICK METAL IN THE SHAPE INDICATED ON THE IN THE NEW WALL.
DRAWINGS.
24. SUBMITTAL: PRODUCT DATA, SHOP DRAWINGS, TEST DATA.
12.  FINISH ON ALL TUBES, PERFORATED ENCLOSURE, CAP, BASE PLATE, HARDWARE AND ATTACHMENTS SHALL BE
POWDER COATED TO MATCH EXISTING WALL COLOR. 25. CONDUCT A PRE-INSTALLATION MEETING AND PROVIDE TESTING AND

BALANCING OF THE OPERATION ON COMPLETION. CIVIL ENGINEER

AT

10 G STREET, NE, SUITE # 430
WASHINGTON, DC 20002
T: (202) 289-4545 F: (202) 289-5051

13.  SUBMIT MANUFACTURER'S PRODUCT DATA SHEETS AND RECOMMENDED INSTALLATION INSTRUCTIONS FOR
ARCHITECT'S REVIEW AND APPROVAL PRIOR TO PROCURING MATERIALS.

OUTDOOR TV »
14. OUTDOOR TV SHALL BE 80"NxG DS-700 OUTDOOR TV AS MANUFACTURED BY SKYVIEW COMPANY. Am'm /_\0‘\—03

COURTYARD-2 FIXED SECURITY GRILLE IN EXTERIOR WALL:

15.  THE SECURITY GRILLE SHALL BE ARCHITECTURAL SECURITY GRILLE DESIGN TYPE METRO AS MANUFACTURED
BY AMETCO MANUFACTURING CORPORATION. THE BAR SIZE SHALL BE 1"x1/8" AND THE MESH SIZE SHALL BE
2-7/16" x 5-3/16" POWDER COATED TO EXISTING MASONRY WALL COLOR.

FLOOR MOUNTED
LED LIGHT
FIXTURE (TYP)
SEE DETAIL 6/A01-03

SUBMISSION SCHEDULE DATE
NO DESCRIPTION

EXISTING
DOWNSPOUT

REVISION SCHEDULE DATE
NO DESCRIPTION

) . “ PROJECT:
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1000 MOUNT OLIVET ROAD, NE
WASHINGTON, DC 20002

SHEET TITLE:

COURTYARD PLAN

W VERTICAL LIGHTING WITH
///// DOWNSPOUT ENCLOSURE TYPE Il (TYP)
SEE DWG SHEET 4/A01-A04 &
FOR MORE INFO SEE SHEET A01-03
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SCALE: AS NOTED
NEW DOWNSPOUT SHEET NO:

COURTYARD - PLAN N A01-01

SCALE: 1/8"=1'-0" A01\-01 AO1,-O1




r

EXISTING ROOF DRAIN
EXISTING WALL

COURTYARD -1

~ — TOOTH IN WITH SALVAGED
i BRICK AS NEEDED TO
[ T EXISTING MASONRY CONTINUE BRICK COURSING
B WALL | |
3 e LM, ANGLE AND NEW BRICK OPENING
A01-02 | A01-02 - CONNECTED TO GUIDES
T | ALUM. TUBE ROLL-UP GRILLE
\ — % ——— AND CONC. PAD
\ ~_
\~-BOX STRUCTURE ABOVE
15" FORMED SHEET - =
ALUMNIUM CHASE T~
COVER
2"x2"x1/4" o \_EXISTING
ALUMNIUM TUBE y 10 EXISTING “—EDGE OF EXISTING MASONRY
@ 3'-0" OC. LAWN PAVER TILE /ROOF DRAIN WALL Y
2"x2"x1/4" ALUMNIUM COURTYARD -2 ¢
TUBE (TYP) EQ EQ
DOWNSPOUT
DETAIL "9\ DETAIL /5
SCALE: 3/4"=1-0" Ao%-oﬂﬁm’-oz SCALE: 3/4"=1"-0" Aoi-oﬂﬁof-oz OUTDOOR TV —\
/ o
/M BIRD SCREEN 7 EXISTING MASONRY 2
1l_5n 2"X2"X1/4" BOX P WALL 7 4 12"X12" ACCESS PANEL
ALUMNIUM TUBE POST 1.5 STRUCTURE A01-Q2 | A01-02 ROLL-UP GRILLE A01-Q2 | A01-02 WIRING TO SWITCH
2"x2"x1 /4" ALUMNIUM TUBE W / 1-5" | ~N BIRD SCREEN ~N LOCATION
N N / @3"0" OC i \HHHHH;H/ ) LU — [l \HHH\H\H\HH\HHHHHHHHHH\H\HH\H\HHHHHHHHHH\HH‘H\H\H\HH\HHHHHHHHHH\H\HH\H\HHHHHHH\HH\HH\HHHHHHHHHHHHHHH\H\H\HH\HHHHHHHHHH‘\HH,\\H\H\HH\HHHHHHHHHHHHHHHH LT LT
EXISTING ROOF DRAIN © © Q ol © i
ol - - i - \ \ =)
e _— FORMED SHEET \ NEW ELECTRIC
.| ALUMNIUM CHASE COVER /8 oo NG MASORRY OPERATOR \
A01-02[A01-02 | A01-02[A01-02 ROLLER SHUTTER “BOX
—— EXISTING WALL : HOOD STRUCTURE
™ - 2"x2"x1/4" ALUMNIUM TUBE Q
] n q-
g@;xz;g 1 /guc. \ \_EXISTING \_EXISTING
MASONRY MASONRY
ALUMNIUM TUBE POST 5 5 5 WALL — WALL —
o,/ | /EXISTING GRADE S| COURTYARD -2 COURTYARD -1 S| COURTYARD -2 COURTYARD -1 o N
tl = NEW ALUMINUM \
. N CHASE — EXISTING DOOR
4 O+—- _—
AR e N R NEW PAVER NEW PAVER & DOOR FRAME
re Ve = 2"x2"x1 /4" ALUM. ANGLE TILES TILES
T\ N CONNECTED TO EXISTING BASE FOR PAVER EXISTING BASE FOR PAVER GUIDES —
N TN ALUM. TUBE AND CONC. PAD LAWN TILES SEE CIVIL LAWN 8 TILES SEE CIVIL
\ 17"x17"x8" CONC. PAD DWGS. | # DWGS. |
1"5" SN e A BT / ‘ : AR AN A / ‘ -
4" GRAVEL COMPACTED BASE S e e ] A= T e ]
M ——— EXISTING —— EXISTING
LA FDN. WALL FDN. WALL
BOX STRUCTURE ROLL-UP GRILLE ROLL-UP GRILLE
DETAIL m SECTION AT WALL m SECTION AT OPENING 4 ELEVATION 2
SCALE: 3/4"=1'-0" AO%_OEBO{_OZ SCALE: 3/8"=1'-0" Ao%-oﬂﬁm’-oz SCALE: 3/8"=1"-0" A01-02 | A01-02 SCALE: 3/8"=1"-0" A01-02 | A01-02
EXISTING MASONRY M
WALL \
CONT. CLKG.
BIRD SCREEN
COURTYARD -2 \1‘—5 COURTYARD -1
7'_9"_|__ L 10'_0" 2'_0" L 6'_0"
N EXISTING MASONRY w |
FORMED SHEET — WALL 7 COURTYARD -1 NEW OPENING
ALUM. BOX COVER ] CONT. CLKG. A01-Q2 | A01-02 EXISTING MASONRY
ATTACHED TOPLYWOOD & BIRD SCREEN 4 "/ WALL
AND POWDER COATED - I r -I A01-02 | A01-02
TO MATCH ROOL-UP % ROLL-UP GRILLE
SCREEN COVER DRUM HOOD — STEEL LINTEL : I i I I
/ SEE STRUCTURAL © E‘-’T N R
GALV. METAL STUD DWG - i
CROSS@ B;’A(S?I(l)\lg N\—CONT. CLKG. Il\ll\:i\ll\lii\/lASONRY — EXISTING - |
/ 2" G - N ¢ R NEW ELECTRIC
21/2"x2 1 /2" GALV = BOX
METAL STUD COURTYARD -2 COURTYARD -1 p01021A0T02 i 701702 [ ADT-02 A01-02 | A01-02 OPERATOR ABOVE  STRUCTURE
FRAMING @16" OC o COURTYARD -2 ABOVE
EXTERIOR GRADE T-5"X1-5" ALUMNIUM ROLL-UP GRILLE
3 /4" PLYWOOD CHASE TO THE DRUM HOOD
UNDERSIDE OF THE ABOVE

OVERHEAD BOX
DETAIL

6
1

SCALE: 3/4"=1'-0"

7
A01-02

A01-02

OVERHEAD ROLL-UP
GRILLE CASE DETAIL

SCALE: 3/4"=1'-0"

(3
Ao%-oﬂﬁm'-oz

BOX STRUCTURE

ROLL-UP GRILLE
PLAN

SCALE: 3/8"=1"-0"

(1)
Ao%-oﬂﬁof-oz

THE DEPARTMENT OF
BGENERAL SERVICES

DGS (DEPARTMENT OF GENERAL SERVICES)

1250 U STREET, NW,
WASHINGTON, DC 20009

ARCHITECT

LANCE BAILEY & ASSOCIATES

7600 GEORGIA AVENUE, NW
WASHINGTON, DC 20012
T: (301)565-2283 F: (301)565-2287

STRUCTURAL ENGINEER

MGV

CONSULTING STRUCTURAL ENGINEER
6239 EXECUTIVE BULEVARD

NORTH BETHESDA, MD 20852-3906

T: 301-816-0648 F: 301-816-0649

www.mgvengineers.com

ELECTRICAL ENGINEER
GES.
- 2

S —

GLOBAL ENGINEERING SOLUTION
5225 WISCONSIN AVENUE, NW, SUITE 300
WASHINGTON, DC 20015

T: (202) 495-7746 F: (202) 495-7747

CIVIL ENGINEER

AMMT

10 G STREET, NE, SUITE # 430
WASHINGTON, DC 20002
T: (202) 289-4545 F: (202) 289-5051

SUBMISSION SCHEDULE DATE

NO DESCRIPTION

REVISION SCHEDULE DATE

NO DESCRIPTION

PROJECT:

YOUTH SERVICES CENTER
COURTYARD
RENOVATION

1000 MOUNT OLIVET ROAD, NE
WASHINGTON, DC 20002

SHEET TITLE:

WALL OPENING
& DETAILS

PROJECT NO: 1310
OCTOBER 12, 2015

SCALE: AS NOTED
SHEET NO:

A01-02




VERTICAL
2"x2"x1 /4" GALV.
PERFORATED STEEL TUBE ﬂ OWNER
LAMP COVER i A01-03[A071-03 * * *
BOTTOM RAIL — HORIZONTAL 2"x2"x1 /4" S
WELDED TG STEEL TUBE WELDED : — DGS
IN FACTORY AND HOT T SEE LIGHT FIXTURE [ [ 2"x2"x1 /4" TUBE
PERFORATED DIP GALVANIZED = . ALL AROUND iE pEpARTUENT OF
LAMP COVER 5 CONC. SURFACE [ [ DGS (DEPARTMENT OF GENERAL SERVICES)
- GALV. STEEL 2"x2"x1 /4" GALV. = ' = ' E:1 /16" GA GALVANIZED CAP 1250 U STREET, NW,
LIGHT CASING 5 /16" -18 HEX STEEL TUBE WELDED L —LIGHT FIXTURE = N - 2"x2"x1 /4" GALV. WASHINGTON, DC 20009
/] TO THE 20"x20"x1 /4" a ) 1 STEEL TUBE
3"X1" TUBE FOR THRU BELT f\l ]] X X Ar — / \ / CONC CASING :L LED LIGHT BAR ARCHITECT
z LED LIGHT : STEEL BASE PLATE a” * / FOR LIGHT FIXTURE
\ = T SEE LIGHT FIXTURE SCHEDULES 2"x1"x3 /16" TUBE
i J‘ 12 ON LIGHT SIDE ONLY
o153 116" TUBE A01-03 |A01-03 PERFORATED LAMP COVER LANCE BAILEY & ASSOCIATES
X1°X N = = neqn 7600 GEORGIA AVENUE, NW
ON LIGHT SIDE ONLY g < 3°x1° TUBE FOR WASHINGTON, DC 20012
B LED LIGHT BAR - ® LED LIGHT T: (301)565-2283 F: (301)565-2287
2"x1"x3 /16" TUBE
= 11 ON LIGHT SIDE ONLY STRUCTURAL ENGINEER
DETAIL /12 DETAIL 9 UPLIGHT DETAIL /6 A01-03 | A01-03 ONER UL MECVY
"—1qr_N" | I . n_4q1 AN ! ] . N_41 AN [ 1 "X "X "
SCALE: 1 1/2"=1"-0 A01_0ﬂﬁ01-03 SCALE: 1 1/2"=1-0 A01-03 | A01-03 SCALE: 3/4"=1-0 AO1—OﬂﬁO1-03 ALL AROUND
PAVING CONSULTING STRUCTURAL ENGINEER
_ =OI 6239 EXECUTIVE BULEVARD
N ;‘\V T 1/16" GA ~ NORTH BETHESDA, MD 20852-3906
ge3sg” GALVANIZED CAP N T: 301-816-0648 F: 301-816-0649
g g g S TN bJ www.mgvengineers.com
gs - . ]
8 = = ELECTRICAL ENGINEER
! : : GES
A01-03[A01-03 §, 2-0" | § ===
006000 Tl L, -~ i
2"x2"x1 /4" TUBE . GLOBAL ENGINEERING SOLUTION
ALL AROUND < L PERFORATED 5225 WISCONSIN AVENUE, NW, SUITE 300
2"x2"x1 /4" GALV. — o 8§ LAMP COVER WASHINGTON, DC 20015
STEEL TUBE 1 /16" GA GALVANIZED CAP T: (202) 495-7746 F: (202) 495-7747
6" LONG 1 /4" THICK — ?;XQ%HE[;JSEWSE BY VERTICAL ENCLOSURE
GALVANIZED STEEL ' ——2"BOTTOM TRIM ECTION m CIVIL ENGINEER
W BENT PLATE 5/16"-18 HEX THRU BELT 3 — POWER OUTLET SEC O - | !
3 /8"x3" HILTI \ 822 TWO BOLTS EA SIDE SCALE: 3/8"=1-0 Ao1-oibo1-o3 Aw I
” ¥ &L / PAVING
VERTICAL 2"1"x3 /16" TUBE A"NC"HOR SOLT 2"x2"x1 /4" GALV. . AL / 10 G STREET, NE, SUITE # 430
2"x2"x1 /4" GALV o 3"x1" TUBE FOR STEEL TUBE N SN . ‘ 3 WASHINGTON, DC 20002
STEEL TUBIé ON LIGHT SIDE ONLY LED LIGHT PERFORATED J,' ! H {L j A0 T 03 TAG1-03 T: (202) 289-4545 F: (202) 289-5051
N WELDED TO THE T
! BASE PLATE 3" TURN BACK
LED LIGHT BAR G ¢
VERTICAL ENCLOSURE /:\ F_ﬁ____”/jli/ 2" WIDE Z ANGLE
— 1
DETAIL 11 DETAIL 8 ELEVATION 5 A _ 5
| | | | | | A01-03 | A01-03 u |
SCALE: 1 1/2"=1'-0" A01_03Jﬁ01_03 SCALE: 3/4"=1'-0" A01'03Jﬁ01'03 SCALE: 3/8"=1'-0" A01-03 | A01-03 T 1|=|:1| A01-03 | A01-03
[ I 2"x2"x1 /4" GALV.
4 \ STEEL TUBE
5/16"-18 HEX THRU BOLTS
TOP & BOTTOM TUBE
1/16" GA GALVANIZED CAP
SUBMISSION SCHEDULE DATE
1/16" GA GALV. METAL
EDGE TRIM WELDED NO DESCRIPTION
TO PERFORATED SHEET
(TYP. ALL EDGES)
EDGE OF STEEL TUBE
1 FACE OF EXISTING BUILDING
4 2"x2"x1 /4" TUBE VERTICAL ENCLOSURE REVISION SCHEDULE DATE
ALL AROUND
/ TOP PLAN - TYPE | 2\ NO DESCRIPTION
PERFORATED = . 1 /16" GA GALVANIZED CAP — \ !
LAMP COVER = 2"x2"x1 /4" GALV. SCALE: 3/4"=1-0 A01-Oﬂﬁ01-03
2 14" TUBE z LD LIGHT BAR
WELDED TO THE =~ PROJECT:
A01-03]A01-03 BASE PLATE : T~ 2"x1"x3 /16" TUBE
EXTERIOR GRADE 7 gI'E\'RLF'g:; T'Sé[[))ELgl\NA;YCOVER N 033A01 o5 YOUTH SERVICES CENTER
POWER OUTLET - -
FACTORY WELDED & 5 5 3"x1" TUBE FOR 1-_8--\/ COURTYARD
EXIST. WALL\ i 5 e GALVANISED BASE PLATE S| w T LED LIGHT RENOVATION
< 2"x1"x3 /16" TUBE ; o "
EINISING GRADE] - | [ | PAVEING, SEE CIVIL = N LIGHT SIDE ONLY 1" 16 A
EXIST. FLOOR LAWN. SEE | s rﬁ | L] / V | E-o POWER OUTLET G ] ] 1000 MOUNT OLIVET ROAD, NE
— CIVIL DWGS AN Y = — @ .. O WASHINGTON, DC 20002
$ N T v o1 2 b, ° $ 2"x2"x1 /4" TUBE 4 © s A01-Q3 | A01-03
gﬂ e i Jo 1t o " AL AROUND A01-03 | AD1-03 & % o T . SHEET TITLE.
7‘ ‘ ‘7 7‘ ‘ ‘ 'OI ’ h:i:::::::: EXIST_ = = ( PAVING :L :L ! 1‘_4" g' 3 DIA HOLE FOR '
= = : FLOOR | 2 N\, / ) £t o ELECTRICAL LINE
\——POWER LINE = s « o , o "o /4" TUBE DETAILS
T . T V =7 WELDED TO THE
—1/2"DIA 8" LONG iy s — BASE PLATE
ANCHOR BOLTS 3 /4" DIA HOLES FOR 20"x20"x1 /4" STEEL PROJECT NO: 1310
- ———4" COMPACTED ANCHOR BOLTS BASE PLATE '
GRAVEL OCTOBER 12, 2015
: AS NOTED
VERTICAL ENCLOSURE VERTICAL ENCLOSURE SCALE
DETAIL AT LAWN SIDE 10 DETAIL 7N SECTION a0 BOTTOM PLAN-TYPE | /1 SHEET NO!
" ] n \ , . "w__ ) n \ , . " ] n . "w__ 1 n
SCALE: 3 /4"=1"0 A01-01 | AD1-03 SCALE: 3/4"=1"-0 A01_0ﬂﬁ01-o3 SCALE: 3/8"=1"0 Ao%-oibm'-os SCALE: 3/4"=1"0 Aoi-oﬂﬁof-os A O 1 _03




1 OI_OH

L 2|_O|l 1 |_4u 2"0" . 2'_0" , 2|_0n
{ ] — . —
| [ ] [ ]
EXIST. ROOF EXIST. ROOF
(%)’(? LEGEND N N \ N OWNER
O | AN ST | N SERZ
10-0 ) JS— ] SECURITY GRILLE T ] SECURITY GRILLE * Kk k
7 NS (A) NEW 8" CMU WALL © e — 8" CMUWALL Nies
| — METALTIES = DGS
NEW BRICK WORK / N @ 16" OC / S is oeraRTusey o7
P f NEW 4" ALUM.—" ~ ' L— FACE BRICK NEW 4" ALUM.—/ S DGS (DEPARTMENT OF GENERAL SERVICES)
< . @ SEALANT (BOTH SIDES) DOWNSPOUT Siazd GUTTER NiEz 1250 U STREET, NW,
i < STEEL LINTEL WASHINGTON, DC 20009
g PENETRATE N '
- T & | ™—SEE STRUCT'L Sz N
@ STEEL FRAME 0 \_ WALL S NEW 4" ALUM. ARCHITECT
) g NEW 4" ALUM. ) NEg DOWNSPOUT
o (E) METAL ANCHOR 5 : GUTTER & N
& (F) GROUT SOLID © -~ |, — METAL SECURITY 0 i
/ GRILLE COURTYARD -2 E : OUT SIDE LANCE BAILEY & ASSOCIATES
" A ~ OURTYARD-2 . B OUT SIDE NN 7600 GEORGIA AVENUE, NW
2 T4 (G) NEW BLAST-RESISTANT C 5 : E Nz C OMU WALL WASHINGTON, DC 20012
STRUCTURAL CORE DOOR > H =~ ;{ P 8" CMU T: (301)565-2283 F: (301)565-2287
H = 4
m N 4
JAMB DETAIL 7 NEW PAVER i NEW PAVER —— ST gEJ ol STRUCTURAL ENGINEER
SCALE:1 1/2"=1-0" ' i TILES i TILES S M
A0 0@01 04 BASE FOR PAVER - BASE FOR PAVER N B\ 4
TILES SEE CIVIL : TILES SEE CIVIL 77— FACE BRICK
A DWGS. g DWGS. N CONSULTING STRUCTURAL ENGINEER
ROLLAP GRILLE DOOR SCHEDULE TOP OF SILL i Q EXISTING GRADE - “h Z?ST?BEE?JQ/S%?U&%V;IE; 3906
- / — - EXISTING GRADE ’ -
| o \\ N | g/ T: 301-816-0648 F: 301-816-0649
ﬂv 3'-0" TV DOOR [ DOOR | DOOR DOOR FRAME FRAME HARDWARE | JAMB | KEYING | REMARKS $ = AR 2 TNl $ > o 2121 www.mgvengineers.com
=¥ NO. |TYPE | SIZE MATERIAL | TYPE MATERIAL | SET TYPE T TS
~ 50 EXISTING ‘ R ‘ R ELECTRICAL ENGINEER
. — MATCH W/ D-1 A 10-0"x10-0" | ALUM. ROLL-UP | ALUM. NOTE #1 NOTE #1 | SEE NOTE #1 N N QES
AA i i < .
R Eﬁé’% 0 D2 |B 3-0"x7'-2 3/16"| STLEEL | F-1 STEEL NOTE #2 J-1 NOTE #2 | SEE NOTE #2 R R o Rt
(B-0) T T g GLOBAL ENGINEERING SOLUTION
s s —| | [—I || —| [ |—I | 5225 WISCONSIN AVENUE, NW, SUITE 300
K K NOTE #1: CONTRACTOR IS REQUIRED TO REVIEW WITH THE DETENTION FACILITY PROJECT MANAGER . __SEE . __SEE ¥V’?§OH2')N$;07§4§CF2?20(}§) 4057747
THE SECURITY ALARM, KEYING, LOCKING SYSTEM AND LOCATION OF CONTROLS FOR THE MOTORIZED STRUCTURE STRUCTURE ' '
GRILLE OPERATION.
SECTION (a0 SECTION 3\ omenanees
NOTE #2: CONTRACTOR IS REQUIRED TO REVIEW WITH THE DETENTION FACILITY PROJECT MANAGER PP ! ' P l '
ALE: 3/8"=1" ] ] SCALE: 3/8"=1'-0 ] ]
THE EXISTING SECURITY DOOR (D-0) ALARM AND KEYING SYSTEM, REQUIREMENTS FOR THE NEW DOOR SCALE: 3/8"=10 A01-04 | AD1-04 3/8 A01-04 | AD1-04 Aw I
U - (D-2), CONNECTION REQUIREMENTS INTO THE EXISTING SECURITY SYSTEM AND LOCATION OF
B F-1 CONTROLS. 4 3 10 G STREET, NE, SUITE # 430
WASHINGTON, DC 20002
SOLID DOOR FRAME A01-Q4 | AD1-04 AD1-Q4 | AD1-04 T: (202) 289-4545 F: (202) 289-5051
3
DOOR AND DOOR FRAME /" ¢ nofaa [ Ao1-03
SCALE: 3/8"=1"-0" A01‘_04\b01'_04 N
1"
% 3" TURN BACK
OO ——TO _—2"WIDE Z ANGLE
8 ) - : ] N
A01-04 | AD1-04
A01-03 [ A01-03 e
2"x2"x1 /4" GALV. “ o
STEEL TUBE z cr
prd
DOWNSPOUT EXISTING— 5/16"-18 HEX THRU BOLTS Y, i 02  SUBMISSION SCHEDULE DATE
~ Egg f/ll—cl)ERTETlﬁl(l):gos RAIN LEADERS TOP & BOTTOM TUBE / o <3E T o DESCRIPTION
/ =
1/16" GA GALVANIZED CAP / Y < < 2‘
EDGE OF STEEL TUBE / > & 2 EZ
/———— FACE OF EXISTING BUILDING 1167 GA GALY. ME TAL / 5 <l 20
ALE OF ¢ EDGE TRIM WELDED = N Q >
y s TO PERFORATED SHEET NEW ELECTRIC—/ . N 7 S 0
(TYP. ALL EDGES) DOOR OPERATOR N 7 <5
. . ~——1 /16" GA GALVANIZED CAP AS ON EXISTING AN =@  REVISION SCHEDULE DATE
z 2"x2"x1 /4" GALV. VERTICAL ENCLOSURE DOOR, DOOR FRAME N \ NO DESCRIPTION
S STEEL TUBE TOP PLAN - TYPE || 6\ & HARDWARE \
= =] LED LIGHT BAR SCALE: 3/4"=1"-0" A01-04 | AD1-04 AN Y %o}
] T~ 2"x1"x3 /16" TUBE = \— METRO DESIGN -
S ON LIGHT SIDE ONLY SECURITY GRILLE BY AMETCO PROJECT:
® PERFORATED LAMP COVER 3 ELEVATION
= = " " 2
o2 1 o e FOR AD1-Q3 | A01-03 YT | | YOUTH SERVICES CENTER
o & 1 LED LIGHT N SCALE: 3/8"=1"-0 AO1—OiJﬁO1-O4
] 2"x1"x3 /16" TUBE 2-1 COURTYARD
= ON LIGHT SIDE ONLY . .
@ —— POWER OUTLET ‘T5 T 1-6 W[ ownspour A01-04[A0T-04 ( 4\ ( 3 ) RENOVATION
2"'x2"x1 /4" TUBE ‘ A01-04 [AD1-04  A01-04 | AD1-04
5 / ALL AROUND m o 0| 4 A0S 03 T A01-03 SEE STRUCTURAL i N N~ SEE STRUCTURAL 1000 MOUNT OLIVET ROAD, NE
EXIST. = g PAVING | [ DWG 4/S-4 FOR X -~ 1 |8 OUTSIDE DWG 4/S-4 FOR WASHINGTON, DC 20002
FLOOR | 2N | . 4| / AOT-08 | 80104 B ol 3" DIA HOLE FOR MORE INFO. IF MORE INFO. |
s ST A VAR e A ELECTRICAL LINE ) |8 | SHEETTITLE
= ) LS = _ L — —a
T = g Wi loo O 2"x2"x1 /4" TUBE :E' 3 |
= LT . WELDED TO THE = & WALL PLAN, ELEVATION,
2T ) — BASE PLATE mmmt 3y B -
Sl S _ - SECTIONS & DETAILS
g 3 /4" DIA HOLES FOR 20"x20"x1 /4" STEEL EXIST. WALL COURTYARD -2 EXIST. WALL
ANGHOR BOLTS BASE PLATE ] 6'-0" 2'-0" 10'-0" B PROJECT NO: 1310
STRUCTURE OPENING OCTOBER 12, 2015
SCALE: AS NOTED
A01-04 | A01-04 SHEET NO:

VERTICAL ENCLOSURE
SECTION /8 BOTTOMPLAN-TYPEIl /5 PLAN

1
SCALE: 3/8"=1"-0" A01-01 | A01-04 SCALE: 3/4"=1"-0" A01‘-0ﬂﬁ01’-04 SCALE: 3/8"=1"-0" A01‘-0ﬂﬁ01'-o4

A01-04




	CS-01 Cover Sheet & List of Drawings
	G-01 Abbreviations & Symbols
	G-02 General Notes
	AE-01 Existing Floor Plan & Scope of Work
	AD-01 Demolition Plan
	A01-01 Courtyard Plan
	A01-02 Wall Opening & Details
	A01-03 Details
	A01-04 Wall Plan, Elevation, Sections & Details

