
Addendum No. 4 

To 

 Invitation For Bid: Construction Services for Roofing Replacements and Upgrades at 

Engine House 22 

SOLICITATION NO. DCAM-24-CS-IFB-0009 

Issued: July 22, 2024 __ 

This Addendum No. 4 is issued and hereby published on the DGS website and is effective as of the date 

shown above. Except as modified hereby, the Invitation for Bids (“IFB”) remains unmodified. 

Item No. 1: Additional Report: The Old Engine House 22 Hazardous Material Report is hereby 

attached as Exhibit A. 

By:                  Date: 

      Kianna Shepherd 

      Contracting Officer 

- End of Addendum No. 4 

7/22/24           Kianna Shepherd



 

 

 

 

 

 

 

 

EXHIBIT A 

 
The exhibit shall appear on the following page.  
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EMSL Analytical, Inc.
10752 Baltimore Avenue Beltsville, MD  20705

Tel/Fax: (301) 937-5700 / (301) 937-5701

http://www.EMSL.com / beltsvillelab@emsl.com

192300419EMSL Order:

Customer ID: MISC-SC

Customer PO:

Project ID:

Attention: Phone:Mantis Innovation (215) 805-2072

Fax:C/O Liz Thompson

Received Date:191 Edgemoor Rd. 01/13/2023 11:42 AM

Analysis Date:Wilmington, DE  19809 01/13/2023

Collected Date: 01/13/2023

Project: ENGINE OLD 22

Test Report: Asbestos Analysis of Bulk Materials via AHERA Method 40CFR 763 Subpart E 

Appendix E supplemented with EPA 600/R-93/116 using Polarized Light Microscopy

Sample Description Appearance % Fibrous % Non-Fibrous

Non-Asbestos Asbestos

% Type

1

192300419-0001

4% ChrysotileQuartz

Non-fibrous (Other)

10%

66%

Cellulose20%Black/Yellow

Fibrous

Homogeneous

ROOF CORE

Analyst(s)

Joe Centifonti (1) Joe Centifonti, Laboratory Manager

or Other Approved Signatory

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 

reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 

Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met 

method specifications unless otherwise noted. The above analyses were performed in general compliance with Appendix E to Subpart E of 40 CFR (previously EPA 600/M4-82-020 “Interim Method”) 

but augmented with procedures outlined in the 1993 (”final”) version of the method.  This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST 

or any agency of the federal government. Non-friable organically bound materials present a problem matrix and therefore EMSL recommends gravimetric reduction prior to analysis. Unless requested 

by the client, building materials manufactured with multiple layers (i.e. linoleum, wallboard, etc.) are reported as a single sample. Estimation of uncertainty is available on request.

Samples analyzed by EMSL Analytical, Inc. Beltsville, MD NVLAP Lab Code 200293-0

Initial report from: 01/13/2023 17:10:06
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Client Sample Description ConcentrationLab ID Analyzed Weight
Lead

Collected

EMSL Analytical, Inc.
10752 Baltimore Avenue, Beltsville, MD 20705
Phone/Fax: (301) 937-5700 / (301) 937-5701
http://www.EMSL.com beltsvillelab@emsl.com

Attn: Mantis Innovation

C/O Liz Thompson
191 Edgemoor Rd.
Wilmington, DE 19809

Received: 1/13/2023 12:00 PM
Fax:
Phone: (215) 805-2072

1/12/2023Collected:

Test Report: Lead in Paint Chips by Flame AAS (SW 846 3050B/7000B)*

192300413
CustomerID: MISC-SC
CustomerPO:
ProjectID:

EMSL Order:

0.2547
Site: WINDOW FRAME, CORNICE, SOFFIT
192300413-00011 9.8 % wt1/13/2023 g1/12/2023

Page 1 of 1

Joe Centifonti, Laboratory Manager
or other approved signatory

Test Report ChmSnglePrm/nQC-7.32.3   Printed: 1/13/2023 4:03:48 PM

EMSL maintains liability limited to cost of analysis. Interpretation and use of test results are the responsibility of the client. This report relates only to the samples reported above, and may not be 
reproduced, except in full, without written approval by EMSL. EMSL bears no responsibility for sample collection activities or analytical method limitations. The report reflects the samples as received. 
Results are generated from the field sampling data (sampling volumes and areas, locations, etc.) provided by the client on the Chain of Custody. Samples are within quality control criteria and met method 
specifications unless otherwise noted.
* Analysis following Lead in Paint by EMSL SOP/Determination of Environmental Lead by FLAA. Reporting limit is 0.008% wt based on the minimum sample weight per our SOP.  "<" (less than) result 
signifies the analyte was not detected at or above the reporting limit. Measurement of uncertainty is available upon request. Definitions of modifications are available upon request.
Samples analyzed by EMSL Analytical, Inc. Beltsville, MD A2LA Accredited - Certificate #2845.02

Initial report from 01/13/2023  16:03:48




