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GENERAL ROOF DETAIL NOTES: PROPOSED ROOF SYSTEMS:

BIDDING SCOPE OF WORK

A. Base Bid

1. Remove and Replace (partial
replacement) existing slate roofing over the
Activity Center to repair damaged wood plank

decking along the parapet gable (Section D-1,
R 1.0 — approximately 2,200 sq ft with approx.
400 sq ft of wood plank decking replacement). MPDC PATROL SERVICE

Replacement Specification is based on the

specifications of Carlisle EcoStar Majestic BUREAU - ROOF PLAN

GENERAL DRAWING NOTES:

Slate. NOT TO SCALE

2. Structural Repairs to the wood trusses to
be completed in accordance with the attached |
letter from the Structural Engineer, D.

Anthony Beale, dated 5/20/16. Areas of repair 7
are identified as Item S-1, R 1.0, and will be D-1
made available for inspection at the pre-bid
walk-through.
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@ IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY EXISTING PROJECT SITE
CONDITIONS. THESE CONDITIONS INCLUDE, BUT ARE NOT LIMITED TO: BUILDING
DIMENSIONS AND PROPOSED PROJECT STAGING LOCATIONS, ROOF REPLACEMENT
AREA DIMENSIONS, ROOF DRAINAGE COMPONENT LOCATIONS, ROOF PENETRATION
LOCATIONS, EXISTING ROOF SYSTEM COMPONENT MAKE-UP AND THICKNESS, AND
PROJECT REPAIR QUANTITIES (IF APPLICABLE). THE CONTRACTOR SHALL VISIT AND
BECOME FAMILIAR WITH THE SITE AND BUILDING PRIOR TO PROPOSAL SUBMISSION.
INCLUDE THE COST OF ALL WORK DESCRIBED IN THE BIDDING DOCUMENTS AND THAT IS
REQUIRED OR REASONABLY IMPLIED TO ACHIEVE THE DESIGN INTENT OF THE BIDDING
DOCUMENTS. NOTIFY THE OWNER OF ANY CONFLICTS BETWEEN EXISTING CONDITIONS
AND THE NEW WORK, OF ANY OMISSIONS OR CONFLICTS IN THE DRAWINGS AND ANY
RESTRICTIONS RELATED TO THE EXECUTION OF THE WORK INCLUDING THE
COORDINATION WITH OTHER TRADES.

@ REFER TO THE PROJECT MANUAL FOR CLARIFICATION OF, AND ADDITIONAL
INFORMATION RELATING TO PRODUCT REQUIREMENTS AND INSTALLATION
REQUIREMENTS RELATING TO THE PROJECT. PRODUCTS PROPOSED FOR USE SHALL
BE IN ACCORDANCE WITH APPLICABLE FEDERAL, STATE AND LOCAL GOVERNING
ORDINANCES, CODES AND REGULATIONS. NOTIFY THE OWNER IMMEDIATELY OF
CONFLICTS BETWEEN THE SPECIFIED PRODUCTS AND/OR PROJECT WORK
REQUIREMENTS AND CODES, ORDINANCES AND/OR REGULATIONS.

@ REFER TO THE PROJECT MANUAL AND ROOFING SYSTEM MANUFACTURER WRITTEN
INSTRUCTIONS FOR FURTHER CLARIFICATION OF PROJECT REQUIREMENTS. NOTIFY
THE OWNER IMMEDIATELY OF CONFLICTS BETWEEN THE SPECIFIED DESIGN
REQUIREMENTS AND THE WRITTEN REQUIREMENTS AND RECOMMENDATIONS OF THE
ROOFING SYSTEM MANUFACTURER.

IF DISCREPANCIES ARE DISCOVERED WITHIN THE PROJECT MANUAL OR DRAWINGS; THE
OWNER, NOT THE CONTRACTOR, SHALL DETERMINE THE INTENT OF THE DESIGN AND
PROVIDE CLARIFICATION. NO ALLOWANCE SHALL BE MADE FOR CONTRACTOR
MISINTERPRETATION OR IMPLIED MISINTERPRETATION OF THE PROJECT MANUAL AND
DRAWINGS.

@ THE OWNER OR OWNER'S REPRESENTATIVE SHALL IDENTIFY THE LOCATION OF
ABANDONED EQUIPMENT TO BE REMOVED AS PART OF THIS PROJECT. AFTER REMOVAL
OF OBSOLETE EQUIPMENT, CLOSE AND SEAL ABANDONED OPENINGS TO MATCH
EXISTING ADJACENT SURFACES. REPAIR RESULTING OPENINGS IN STRUCTURAL DECK
AS SPECIFIED, OR AS DIRECTED BY OWNER.

REQUIRED DISCONNECTIONS, RECONNECTIONS AND CAPPING OF ELECTRICAL,
PLUMBING, AND MECHANICAL LINES RELATED TO PROJECT WORK SHALL BE PERFORMED
BY A CONTRACTOR LICENSED TO PERFORM THE SPECIFIED OR INDICATED WORK.

S

TAPERED INSULATION LAYOUT PLAN: THE CONTRACTOR IS RESPONSIBLE FOR
PROVIDING A TAPERED INSULATION SYSTEM THAT ELIMINATES PONDING, AND MOVES
WATER TO ROOF DRAINS, SCUPPERS, GUTTERS, OR OTHER DRAINAGE ACCESSORIES;
ACCOUNTING FOR EXISTING ROOFTOP OBSTRUCTIONS. THE CONTRACTOR SHALL
PROVIDE A TAPERED INSULATION LAYOUT PLAN, PROVIDED BY THE INSULATION
MANUFACTURER, FOR APPROVAL BY THE OWNER.

PROVIDE INSULATION CRICKETS BEHIND UNITS GREATER THAN 24-INCHES IN WIDTH.

PROVIDE WALKPADS AT BASE AND TOP OF LADDERS, STAIRS, AT ROOF ACCESS DOORS,
AND AT OTHER ROOF ACCESS POINTS.

PROVIDE PRECAST CONCRETE SPLASHBLOCKS OVER WALKPADS AT BASE OF
DOWNSPOUTS.

TEMPORARILY REMOVE EQUIPMENT RESTING ON ROOF SURFACE. AS DIRECTED BY
OWNER, REINSTALL OVER WALKPADS WHEN ROOFING WORK IS COMPLETE.
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SYMBOL LEGEND:

(O] EXHAUST FAN

ROOF VENT CURB

0@ ROOF DRAIN/OVERFLOW DRAIN

PERIMETER EDGE

PERIMETER EDGE WITH GUTTER

PARAPET/AREA DIVIDER WALL

RISE WALL
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