
R & G Mechanical  

Summary Report on MPD 801 Sheppard St. NW 4-18,19-15  

1ST Floor 

AHU’S    Model               Serial      Belt             Filters   Notes 

B-1  BCVD-072       (1)A-50 (2)20X24X2  Replaced Filters & Belt 

B-2  BCVD-090  T02A02166    (1)A-56 (3)16X25X2  Replaced Filters  

B-3  BCVD-054  T02A02178    (1)B-48 (2)20X20X2  Replaced Filters & Belt 

B-4  BCVD-054  T02A02179    (1)A-49 (2)20X20X2  Replaced Filters  

B-5  HUVB-200  W02A03169    Direct Drive (3)16X25X1  Replaced Filters  

B-6  BCVD-054  T02A02183    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

2nd Floor 

F-1  BCVD-054  T02A02177    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

F-2  BCVD-054  T02A02180      (1)A-48 (2)20X20X2  Replaced Filters & Belt 

F-3  BCVD-054  T02A02181    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

F-4  BCVD-054  T02A02182    (1)A-48 (2)20X20X2  Replaced Filters  

F-5  BCVD-054  T02A02176    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

F-6  HUVB-200  PAINTED                     Direct Drive (3)16X25X1  Replaced Filters Seimens 
sensor on wall broken. Temporarily used clear tape to re-affix to wall  

F-7               Unable to access 

F-8  BCHB-054  T02A02170    (1)A-48 (4)10X20X2  Replaced Filters& Belt   
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3nd Floor/Attic 

S-1  BCVD-054  T02A02184    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

S-2  BCHB-054  T02A02169    (1)A-48 (2)20X20X2  Replaced Filters & Belt 

S-3  BCVD-090  T02A02171    (1)B-56 (3)16X25X2  Replaced Filters & Belt 

S-4  BCVB-120  T02A02191    (1)A-38 (3)20X25X2  Replaced Filters & Belt     

S-5  BCVB-072  TAG GONE    (1)A-50 (2)20X24X2  Replaced Filters 

S-6  BCVB-072  T02A02173    (1)A-50 (2)20X24X2  Replaced Filters & Belt 

S-7  BCVB-072  TAG GONE    (1)A-50 (2)20X25X2  Replaced Filters  

S-8  BCVB-072  T02A02172    (1)A-50 (2)20X24X2  Replaced Filters  

FANS 

F-1  195SQN-B  TAG GONE    (1)A-56       Replaced Belt            Unit Disconnect in Off Pos. 

F-2  195SQN-B  TAG GONE    (1)A-58       Good Condition         Unit Disconnect in Off Pos. 
control fuses blown. 10 amp 600v Still the same 

F-3  195SQN-B  TAG GONE    (1)A-56       Good Condition         Unit Out of Service @ this time 

F-4  195SQN-B  TAG GONE    (1)A-58                      Unit In Auto Mode 

F-5  20XMU  TAG GONE    (1)A-28                       Unit in On Pos. 

F-6  300CIC 143S7034730100007070902  (2)BX-84     Good Condition          Unit Disconnect in Off Pos. 

F-7  245CIC 143S7034730100024010902  (2)A-68       Good Condition          Unit Disconnect in Off Pos. 
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Gymnasium AHU’S 

G-1  LPCAA  T02A02189    (1)B-41 (1)16X25X2 (2)20X25X2  Replaced Filters  

G-2  LPCAA  T02A02190    (1)B-41 (1)16X25X2 (2)20X25X2  Replaced Filters & Belt 

Pumps 

P-1   1510-E  Unable to read  Chiller Main Pump  Greased Bearings, Checked Coupling 

P-2   1510-E  Unable to read  Chiller Stand-By Pump      Greased Bearings, Checked Coupling 

P-3  1510-2BC  Unable to read  Boiler/Hot Water Pump  Greased Bearings, Checked Coupling 

Chiller 

TRANE Model # RTAA125AYM01A301BF 

  Serial # U02B03172 

Cleaned Coils with Calgon Nu-Brite Condenser Coil Cleaner 

Cleaned Contactor Points 

Checked and tightened all low & high voltage connections 

NOTE:  

1 FAN need’s a new belt F-4 3rd Fl Attic 

Standby Chiller Pump(P2) Needs to have full service company to verify operational readiness and to effect repairs if needed. During time of P.M. the control 
circuit was inoperable due to no control circuit fuses in place, need to verify why this was the case, and place in service after diagnostic service has been 
performed.  

All condensate drains on AHU’s need to have 1” PVC stubs w/caps put in place. 


